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                   Size is not an issue: 
                 We pack everything in!   

 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Technical Data: 

     polystar® 401 HM / HM-U 601 HM / HM-U 801 HM 1001 HM 

     
Seal length, max.   400 mm 600 mm 800 mm 1000 mm 
Seal seam width  3,0 mm 3,0 mm 3,0 mm 3,0 mm 
Jaws opening 15 mm 15 mm 15 mm 15 mm 
Current input 5,7 A 6,5 A 4,4 A 3,9 A 
Power consumption 1,3 kWh 1,5 kWh 1,0 kWh 0,9 kWh 
Measurements:     
Sealer 565 x 455 x 155 mm 625 x 455 x 155 mm           1070 x 515 x   165 mm 
Lifting Wagon 710 x 580 x 1390 mm           2730 x 835 x 1460 mm 
Net weight:     
Sealer 16,4 kg / 19,0 kg 21,8 kg / 25,0 kg 33,5 kg 36,1 kg 
Lifting Wagon 44,0 kg 44,0 kg 100,0 kg 100,0 kg 
     Mains supply 230 V/50 cps. 230 V/50 cps. 230 V/50 cps. 230 V/50 cps. 

All machines are supplied with a 3 m connecting cable. The measurements and weights given are approximate.  

We retain the right to make technical changes without giving prior notice!  

 

 

Application field: 

polystar® electromagnetic table-top sealers of series HM 
dispose of horizontal sealing jaws between which the bags 
to be closed are placed. They are double heated for closing 
bags and sacks made of, e.g. polyethylene film up to 2 x 
0,40 mm thickness. These sealers are also suitable for 
sealing composite foils.  
 

Operation: 

polystar® electromagnetic table-top sealers operate using 
the thermal impulse process and are ready for immediate 
use without any pre-heating. The operation of this table-top 
sealer is very simple - no training time is necessary. Just 
place the bags between the horizontal sealing jaws. The 
system works via a foot switch and the automatic cooling 
and sealing times are infinitely variable. The stand-alone 
controller for the heating jaws as well as the 
electromagnetic sealing jaws pressure and the optical 
control guarantees constant sealing results - and this is for 
seam lengths of 400 and 600 mm. 
 
All sealers of series polystar® HM are “GS” approved and 
“CE” conform. 

 

Special Equipment 

Special U-shaped supports leave sufficient space above the 
sealing jaws for free handling. For easy feed-in of bags or sacks 
polystar® HM units can be equipped with lead-in plates at right- 
or left-hand-side. You can simply add a lifting appliance for 
including our polystar® HM units easily in packaging streets. 
 
The polystar® electromagnetic table-top sealers 401 HM and 

601 HM are also available with double seam of 2 x 3 mm.  
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